PTA CHAIN HOISTS
CANADA

CHAIN HOISTS

STANDARD | OVERLOAD SHIPPING
GARACITY LIFT PROTECTION | STANDARD WEIGHT
10 TMO0100 251BS
!/
le N 20 TMO0105 36 LBS
Soh 10 TMO110 TM0210 30LBS
20 TMO115 TM0215 41185
10 TM0120 TM0220 42 LBS
12 TON 20 TMO0125 TM0225 80 LBS
S— 0 TM0130 TM0230 45 LBS
20 TMO0135 TM0235 60 LBS
po— 10 TMO0150 TM0250 61LBS
20 TMO0155 TM0255 85 LBS
10 TMO0160 102 LBS
FTAN 20 TMO0165 145 LBS
10 TON 20 TMO175 262 LBS
s EA ©

FEATURES
- Load bearing parts rated to 400% indicated limit
- Impact resistant, stamped steel frame for durability and light weight
- Forged swivel safety hooks reduce chain twisting
- Articulating top hook for centering loads
- Powder coated finish for added corrosion protection
- Test certificate provided with each unit

STANDARDS
- ASME B30.16 - 2003
- Grade 80 heat treated, corrosion resistant load chain

OPTIONS
- Load limiting slip clutch prevents overloading damage to your hoist
- Custom lifts available

CHAIN HOIST DIMENSIONS

CAPACITY & ] E
172 TON 5-1/8" 5% 10-5/8" 1-3/8" 1-3/167
1 TON §-1/2" 6= 1/4" 12-12" 1-3/8" 1-1/8"
1-1/2 TON 6-3/8" 6-T/R" 15-11/16" 134" 1-7/16"
2 TON 6-3/8" 7-3/8" 16-3/8" 1-11/16" 1-5/16"
3 TON 6-3/8" 7-314" 18-3/8" 1-15/16" 1-5/16"

5 TON 738" 10" 25" 12" 2
10 TON B-1/8" 15-11/16" 3]-387 33w 12

EACH HOIST LOAD TESTED AND CALIBRATED IN CANADA
1 YEAR WARRANTY ON NON-WEAR PARTS FOR CHAIN HOISTS

03



